	                                                                                                                Site Risk Assessment Form
	                                                                              RA Ref No: Example

	Site Location: Willowcroft                                                                     Scope of work:
	Date:
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	Hz

No.
	Hazard description
	Who may be affected?
	Level of Risk
	Precautions already in place.
	Further controls

	
	
	
	P
	S
	R
	
	

	1
	Overhead Cables
E.g. Tipper bodies lifting and connecting with overhead electrical/phone cables. 
	- Employees

- Other contactor staff

- Vehicles


	2
	4
	9
	All drivers to assess the site on arrival and look for overhead cables before tipping vehicle bodies. 


	Request a banksman on site for guidance and assistance in tipping.

	2
	Uneven Surfaces
E.g. Tipping a vehicle when on an uneven surfacing or surface which slips can cause the vehicle to overturn. 
	- Employees

- Other contactor staff

- Vehicles


	2
	3
	9
	All drivers to assess the surface before tipping to ensure they are even.

Raise the tipping body at a rate that when any loss of control is felt it can be lowered and recovered. 
	Consult a banksman to assist and ensure that the vehicle is level and safe to tip.

	3
	Obstacle Damage

E.g. When on building sites with manholes etc. Also navigating through tight spaces. 
	- Vehicles

- Property

-Current work infrastructure


	2
	2
	9
	Drivers to take extra caution when entering sites with lowered speed to enable better reactions.  

The right to refuse unloading if they deem to space to be too tight or unsafe. 
	Consult a banksman to assist. 

Discuss vehicle dimensions with the site manager to ensure they are suitable. 

	4
	Dangerous Loads

E.g. Driving the vehicles with protruding objects which could fall form the tipper onto the road or damage surrounding objects. Also driving overweight which will cause dangerous vehicle handling. 
	- Vehicles

- Property

-Current work infrastructure

- Pedestrians


	1
	3
	9
	All vehicles are fitted with digital scales so they can see the exact weight. 

Check wing mirrors and walk around check to ensure nothing is hanging over or protruding from the body of the vehicle. 

All vehicles fitted with electronic nets to withhold anything in the body. 
	Consult a banksman to assist assessment of vehicle and load. 

Ensure vehicles scales are calibrated correctly and regularly to legislation. 

Ensure the nets are well maintained and functioning before use. 
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	Probability (P)
	5=very likely, 4=likely, 3=quite possible, 2=possible, 1=unlikely

	Severity (S)
	5=fatal, 4=severe, 3=moderate, 2=slight, 1=negligible

	Risk (R)
	0-8=low risk, no action required.  9-15=medium risk, ensure adequate controls are in use.  16-25=high risk, stop operation & implement control measures

	




